
317

Coast Guard, DOT § 28.225

(c) Is a fish tender vessel engaged in
the Aleutian trade.

[CGD 94–025, 60 FR 54444, Oct. 24, 1995]

§ 28.205 Fireman’s outfits and self-con-
tained breathing apparatus.

(a) Each vessel that operates with
more than 49 individuals on board must
be equipped with at least two fireman’s
outfits stowed in widely separated lo-
cations.

(b) Each vessel that uses ammonia as
a refrigerant must be equipped with at
least two self-contained breathing
apparatuses.

(c) A fireman’s outfit must consist of
one self-contained breathing apparatus
with lifeline attached, one flashlight, a
rigid helmet, boots, gloves, protective
clothing, and one fire axe.

(d) At least one spare air bottle must
be provided for each self-contained
breathing apparatus.

(e) Each self-contained breathing ap-
paratus must be approved by the Mine
Safety and Health Administration
(MSHA) and by the National Institute
for Occupational Safety and Health
(NIOSH), have as a minimum a 30
minute air supply, and a full facepiece.

§ 28.210 First aid equipment and train-
ing.

(a) Each vessel must have on board a
complete first aid manual and medi-
cine chest of a size suitable for the
number of individuals on board in a
readily accessible location.

(b) First aid and cardiopulmonary re-
suscitation (CPR) course certification.
Certification in first aid and CPR must
be as described in this paragraph.

(1) First aid—a certificate indicating
completion of a first aid course from:

(i) The American National Red Cross
‘‘Standard First Aid and Emergency
Care’’ or ‘‘Multi-media Standard First
Aid’’ course; or

(ii) A course approved by the Coast
Guard under § 10.205(h)(l)(ii) of this
chapter.

(2) CPR—A certificate indicating
completion of course from:

(i) The American National Red Cross;
(ii) The American Heart Association;

or
(iii) A course approved by the Coast

guard under § 10.205(h)(2)(iii) of this
chapter.

(c) Each vessel that operates with
more than 2 individuals on board must
have at least 1 individual certified in
first aid and at least 1 individual cer-
tified in CPR. An individual certified
in both first aid and CPR will satisfy
both of these requirements.

(d) Each vessel that operates with
more than 16 individuals on board must
have at least 2 individuals certified in
first aid and at least 2 individuals cer-
tified in CPR. An individual certified
in both first aid and CPR may be
counted for both requirements.

(e) Each vessel that operates with
more than 49 individuals on board must
have at least 4 individuals certified in
first aid and at least 4 individuals cer-
tified in CPR. An individual certified
in both first aid and CPR may be
counted for both requirements.

[CGD 88–079, 56 FR 40393, Aug. 14, 1991, as
amended by CGD 95–012, 60 FR 48048, Sept. 18,
1995]

§ 28.215 Guards for exposed hazards.
(a) Each space on board a vessel must

meet the requirements of this section.
(b) Suitable hand covers, guards, or

railing must be installed in way of ma-
chinery which can cause injury to per-
sonnel, such as gearing, chain or belt
drives, and rotating shafting. This is
not meant to restrict necessary access
to fishing equipment such as winches,
drums, or gurdies.

(c) Each exhaust pipe from an inter-
nal combustion engine which is within
reach of personnel must be insulated or
otherwise guarded to prevent burns.

§ 28.225 Navigational information.
(a) Each vessel must have at least

the following navigational information
on board:

(1) Marine charts of the area to be
transited, published by the National
Ocean Service, Defense Mapping Agen-
cy Hydrographic/Topographic Center,
U.S. Army Corps of Engineers, or a
river authority that—

(i) Are of a large enough scale and
have enough detail to make safe navi-
gation of the area possible; and

(ii) Are currently corrected.
(2) For the area to be transited, a

currently corrected copy of, or applica-
ble currently corrected extract from,
each of the following publications:
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